
Cat® 3306 DITA diesel engine
Rated flywheel power 175 kW/235 hp
Maximum flywheel power 189 kW/253 hp

Bucket capacities 3.5 to 5.5 m3

Operating weight 23 565 kg

966G
Wheel Loader
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Engine
Cat 3306 DITA diesel engine is built 
for performance, durability, excellent
fuel economy, low sound levels and
meets emission regulations. The 3306
has many heavy-duty features normally
found on larger displacement engines.

Electronic Transmission
Planetary power shift transmission with
automatic shift capability helps provide
on-the-go speed and direction changes.
The Electronic Clutch Pressure Control
(ECPC) allow for smoother shifts and
transmission neutralization, which let
the operator adjust for specific site
conditions.

Axles and Frame
Larger diameter axle shafts on the high
torque side of the final drive provide
greater torsional strength. Multiple disc
brakes (two per wheel) increase braking
capability. Durable, articulated frame
has a full box-section which absorbs
twisting and impact forces to provide a
solid foundation for the entire structure. 

966G Wheel Loader
State-of-the-art design, engine performance and operator comfort maximize productivity.
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Hydraulics and Operator Controls
Enhanced, low-effort operator controls
for steering, shifting and bucket loading
precisely respond to operator input.
Operator controls can be configured two
ways – with Command Control steering
and electro-hydraulic implement
controls, or with Conventional steering
and pilot hydraulic implement controls.

Operator Station
Ergonomically engineered using
advanced virtual reality technology to
provide the operator unparalleled
comfort, spaciousness and viewing area.
Control levers and gauges are
ergonomically positioned to maximize
productivity.

Environmental Machine Development
Quieter operation with the optional low
sound versions, lower engine emissions,
availability of Cat biodegradable
hydraulic oil, combined with easy
serviceability help you meet or exceed
worldwide regulations and protect the
environment.

Buckets and Ground Engaging Tools
Choose from three bucket families,
General Excavation, Rock V-edge 
and the newly designed Universal,
combined with a large variety of
Ground Engaging Tool options to
allow precise application match.

Attachments
Add versatility to your machine with 
a wide range of attachments and 
special buckets offered by Caterpillar.

Serviceability
Easily perform daily maintenance up to
250-hour service intervals with ground-
level access to all major service points
including sight gauges for level checks
of engine coolant, hydraulic and trans-
mission oil. Most of these daily service
points are located behind a lockable
hinged door. The tilting hood provides
unmatched access to the engine
compartment and cooling system for
larger maintenance jobs.

Cat ’5 Star Customer Service’
Turns your investment into profit, 
from purchase to resale through:
■ Equipment Management Services 

for optimum profit
■ Maintenance Services for equipment

protection
■ Predictive Services for optimum

availability
■ Reconditioning Services for lower

repair cost
■ Your Caterpillar dealer for

satisfaction and peace of mind 


