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WL 30 Wheel Loader 3,1 t
Item Number: 0610135

Additional Advantages
 

Ideal view of the instruments and work area characterizes the cab of the compact wheelloader. 
The multi-function lever: Functions such as change of direction, lifting motions or tilting the tools outward
and inward can be controlled from the wrist. 
Robust, powerful Perkins engine – quiet-running, economical to use and easily accessible through the wide-
opening engine cover. 
Great stability due to low center of gravity and good load distribution. 
Problem-free maintenance: All of the important components are quickly accessible and easy to maintain. 
Due to the float position in the arm, add-ons fit perfectly on the surface of the ground. It excels at extracting
and leveling work. 
Fast changeover: Due to the hydraulic quick-change system, add-on tools can be easily replaced. 

WL 30
The dependable endurance rotor

>> The compact wheelloader WL 30 from
Wacker Neuson impresses just about everyone
– at first glance and in every situation.
Technically perfect and equipped with a
powerful 4-cylinder diesel engine, it delivers
extremely high performance even under
continuous use. Its modern cab ensures an
optimal all-around view, providing excellent
head room and freedom of movement. Whether
multi-function lever or adjustable steering
column: The WL 30 provides a high level of
comfort to all operators. Ergonomically shaped
and spring-mounted, the seat is easy on the
driver - and the Perkins engine with its low
emissions takes it easy on the environment.
Compact and maneuverable, the WL 30
wheelloader from Wacker Neuson is the power
source on every construction site.  <<

www.wackerneuson.com

http://www.wackerneuson.com


Generated on  Thursday, April 14, 2011

Description Metric Imperial
Motor type Perkins (404 C - 22)

Power 35,7 kW - PS

Speed 2.600 1/min - rpm

Speed 0 - 20 km/h - mph

Operating weight 3.110 kg - lb

Shovel capacity 0,45 m3 - ft3

Overall length with standard shovel 4.554 mm - in

Total width, standard 1.350 mm - in

Height of cab 2.251 mm - in

Total working height 4.033 mm - in

Max. height of bucket pivot point 3.209 mm - in

Inside turning radius 1.178 mm - in

Max. lifting force 3.229 kg - lb

Tipping load with bucket 2.013 kg - lb

Tipping loads with bucket (articulated) 1.655 kg - lb

Tipping loads with pallet fork (straight) 1.625 kg - lb

Tipping loads with pallet fork (articulated) 1.330 kg - lb

Breakout force 4.043 daN - lb

Height over bar - mm - in

Standard Package - WL 30

includes operator's manual and parts book

Please refer to our Price List and Ordering Guide for complete accessory information.
Specifications may change due to continuous product development. Users are advised to consult Wacker Neuson's Operator's Manual and
website for specific information regarding the engine power rating. Actual power output may vary due to conditions of specific use.
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